N727RH    FAQs








TYPE :	Bushby Mustang II  - the two place version of the Midget Mustang





BUILT and PAINTED : 	by Rick Henry, Collierville, TN (near Memphis)





SPEED :	True Airspeed at 8,000 feet - 158 Knots /  182 MPH  


			at 75% power  / 8.6 gallons per hour


		Plan to reduce cowl inlets and fair landing gear for additional speed





ENGINE :	160 HP  Lycoming IO-320-B1A  from a Piper Twin Comanche


		Prop and most of cowl is also from the Twin Comanche





FUEL :	61 gallons 


			25 gallons in fuselage / main tank


			18 gallons in each wet wing


		Capacitance fuel quantity system with automatic transfer





RANGE / ENDURANCE :


		


			         Total	Enroute	


Power GPH	  Speed        Time	Time	   	Range  - no wind  (Including allowance					             (plus :45 reserve)	          for takeoff / climb and :45 reserve:)


75% 	  8.6	  158 K	6:50	 6:05		   930 NM / 1,070 Statute miles


65% 	  7.6	  146 K	7:45	 7:00		   990 NM / 1,140 Statute miles


55% 	  6.7	  133 K	8:45	 8:00		1,040 NM / 1,195 Statute miles





PAINT :	Base White -	          DuPont Imrom polyurethane


		Stripes and Chameleon -	DuPont ChromaLusion “Absolute Purpleen”


		Primer -			DuPont Vari-Prime and Prime-N-Seal





AEROBATICS :	This aircraft performed spins, rolls and loops in flight testing. 





BUILDING TIME :  3,500 hours  - 7 years at 500 hours per year


			  Airworthiness Certificate :  	June 18, 1998


			  First Flight :			June 19, 1998


			  Flight Testing completed:	 July 18, 1998


